JABEC

Laboratory Equipment Pty Ltd

ULTRA LOW TEMPERATURE FREEZERS - UPRIGHT MODEL

Standard Specifications Up-Right Freezers
Cascade Refrigeration System :

-40°C to -86°C

DF8517 (shown with optional recorder)

Model no: DF8510 DF8514 DF8517 DF8520 DF8524
Capacity 276 liters 369 liters 484 liters 605 liters 730 liters
el 920x900x1740 | 920x900x1979 |920x1050x1979 [1070x1050x1979{1070x1180x1979
WxDxH mm
Int Dimensions
WxDxH mm
Insulation 130 mm Non CFC, foamed in place polyurethane
Electrical 110 V /60 Hz or 200 /230 V, 50 /60 Hz [ 200/230V, 50/.60 Hz
Certification i CE, EM, KFDA certified ,

Weight 294kg | 33kg | 380kg | - 410kg" |  450kg
Noise level In normal operation and ambient conditions of 20 °C all models +/- 50 dBa
Refrigeration 2x1/2HP 2x 12 HP 2x12HP |* 2x1HP 2x1HP
ARG 15 boxes / rack | 15 boxes / rack | 20 boxes / rack | 20 boxes / rack | 25 boxes / rack
KRR EE 9 boxes /rack | 9 boxes /rack |12 boxes /rack |12 boxes/rack | 15 boxes /rack
G EM I 12 racks total | 16 racks total | 16 racks total | 20 racks total | 20 racks total

* ** Temperature range of -40 °C to -135°C in a 28 °C ambient environment

600x480x960 |600x480x1280 | 600x630x1280 | 750x630x1280 | 750x760x1280

*All models have the option for a stainless steel interior. Please add ‘S’ behind
the model number to order stainless steel interior, (for example DF8517S)

For Further Information contact Laboratory Equipment on

Email: sales@labec.com.au Phone: 02 9560 2811 Fax: 02 9560 6131 www.labec.com.au
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>> Perfect adiabatic System >> Three doors airtight gasket

High pressure polyurethan insulation system This is for protecting the samples, blocking the air from
(130mmnstlaﬁon)makesle&lostofoolds outside, increasing efficiency of freezer, decreasing the
lectric power cc wption and long maintenance expense by using one sealing gasket for
lifetime for freezer chamber, and two sealing gasket in door
Ultra - Low
Temperature Freezer 86c

>> Adjustable shelf
This could be adjusted according to the
sample features. Shelf air circulation
holes made for temperature uniformity
between compariments

>> Safety door lock device
if a pressure of CO2 exceeds its maximum
permissible pressure during using CO2 back-
up system, Safety door lock device will help to
maintain steady pressure to protect users and
their samples from explosion.

>> RS-232 port /
Remote alarm port
By connecting RS-232 port to personal
computer, by using remote alarm port,
customer can check sample in anywhere

— >> COntroI Panel
Control Panel is central heating
system which helps easily to drive
and check the machine at an
customer’s eye level

— >> Dialing System
Model No : DS0119

1. Automatic alarm
signal and sound
when alarm system
is working

2. Automatic dial

contact to five
telephone numbers
as per customer’s

setting
3. 30 seconds voice

>> Service Port
This port easily usung fo input power

>> Electrical box >> Refrigeration system  >> Status fix/wheel >> Recorder

Customer can check all deep freezer  High power 1/2~1hp compressor is applied with adjustment By recording freezer chamber
electrical parts at once extra running condenser, so refrigeration system There is stable wheel adjustment to  temperature, customer can check
can be used with maximum power. this system make easy movement of freezer operation emor

helps to concentrate on decreasing of electric
power expense and quiet operation(50dB)
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Smart Microprocessor control

» Multi-position key switch on, off and set; « High and Low temperature alarm;

« Battery alarm,; » Bright easy to read digital display;
» Condenser temperature alarm; » Temperature set points;
» Power failure alarm,; « Standard dry contacts;

Microprocessor Convenient voltage
_ oogh?ls monitor checking

Service and Maintenance: priority number 1

Products from ilShin are backed by well-educated engineers even after sales service.
A/S engineers of iIShin are working hard to

meet the satisfaction of consumers through cerisicac of Training
systematic iIShin’s training programs N s
Furthermore, to diminish the time spent on ~S5SSi..
repairs, all ilShin products are made detachably

by cable housing for users’ convenience.

Options and Accessories

Chart Recorder : CH0067 CO: Back-up System : LC0070
Inventory Aluminum Racks, Boxes & Dividers designed for optimizing the space
utilization of each Ultra-Low freezer.

27 12

R008 37 8 Chest Freezer

R 2 15 Upright Freezer

RO 3" 9 DF8510, DF8514

R 27 20 Upright Freezer .

R 3” ' 12 DF8517, DF8520

R 27 25 Upright Freezer

R 3” 15 DF8524 )

Box Model no: Boxes supplied Divider Model no: Divider supplied
FBO060 2" fiberboard - DV0049 16mm 49 cell
FB0O061 3” fiberboard DV0064 ~ 14mm 64 cell
PP0060 2" plastic, 81 cell divider DV0081 - 13mm 81 cell
PP0061 3” plastic, 49 cell divider DV0100 e 12mm 100 cell

Model no: Description
CHO0067 Temperature recorder. 7 day circular chart recorder
LC0070 CO, back-up system with battery and temperature display

For further questions about other iIShin products, maintenance contracts, cryo boxes
and dividers, please contact your local dealer for more details:




